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Product description

The belt transfer powered with 24 V is used for diverting a suitable conveying good
out of a roller conveyor at a 90° angle. In the process, the good changes direction
and orientation, i.e. the side of the product becomes the leading edge or that
orientation is reversed. The module is a substructure that can be used with horizontal
roller conveyors of type SH 1110. It can be installed at any position along the
conveyor path. A subsequent installation is possible, as is shifting within the grid of
profiles.
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Technical data

General technical data

Max. load capacity 50 kg/m

Conveyor speed 0.1 to 0.86 m/s

Incline/decline Not suitable

Ambient temperature +5 to +40 °C

Drive

Rated voltage 24 V

Electrical power 50 W

Motor type RollerDrive EC5000

Drive medium Transfer belt

Protection rate RollerDrive IP66

Protection rate MultiControl IP55

Materials

Base frame Stainless steel

Blades Stainless steel

Control variants MultiControl Bus interface / MultiControl analog interface

Dimensions

max. 480 6 33
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BF Rated width 420 mm (S), 620 mm (M), 840 mm (L)

Size of conveying goods Min. 240 x 240 mm; max. 840 x 840 mm

ML Max. module length Base unit 637 mm, with width adaptation (only BF 620/840) 818 mm

TW Module width 420 mm (S), 620 mm (M), 840 mm (L)

P Roller pitch (P) 120 mm (standard itch of the blades)
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