ACCESSORIES

PolyVee tensioning device PolyVee finger guard

The PolyVee tensioning devices make it easy to tension the The PolyVee finger guard safely protects against inadvertently
PolyVee belts, providing for optimal installation of rollers and reaching between PolyVee belt and roller drive head.
RollerDrive units.

Product benefits

Application - . . .
PP Quick installation and removal, no screw connections required

Position the tensioning device between a roller that has already - Fits into any side profile, the finger guard sits on the seal of the
been fastened and a roller or RollerDrive that has not yet been roller or on the fastening pin of the RollerDrive

fastened. - Installation in mechanically finished conveyor systems, can also
Turn the tensioning device by 90° so that the tubes are be retrofitted in existing systems

positioned in the provided radii (please observe the direction of - Always the right match, the rear panel is designed directly for
rotation, turn the tensioning device in the direction of the two belts for quicker installation. The center of rear panel
radius). features a predetermined breaking point with which it can

The roller or RollerDrive can now be fastened in line with the easily split in half in case of an uneven number of belts.
fastening holes provided in the side profile.

Fasten the roller or RollerDrive and turn the tensioning device Technical data

by 90° t it again.
Y © remove ihagain - Temperature range: 0 to 40 °C

. . Suitable tube diameter: 50 mm
Design versions

Color: Black
Distance between side frame and seal of roller: min. 0.5 mm;
Article number Tube diameter Roller pitches max. 1.5 mm
[mm] [mml - Roller pitch: 75 mm and 100 mm
S-1101272 50 75/100
S-1141157 60 90 Article number
S-1141286 60 100 Roller pifch 75 mm: S-8863
Roller pitch 100 mm: S-8864
S-1141158 60 120
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