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Product description

The ceiling hanger is used to fasten the conveyor system to ceilings or platform
structures from above. The ceiling hanger consists of the fastening elements on the
ceiling, sturdy threaded steel rods, including the screws required for hanging at
flexible lengths, and a cross tie for supporting the conveyor system. Depending on the
ceiling or platform structure, various fastening elements must be used, and a structural
analysis must be carried out. These are not included in the scope of delivery. 
Reinforcing elements (e.g. cross bracing) are also offered.

Scope of delivery

· Ceiling hanger is partially assembled

24V

48V

400V



ACCESSORIES
RM 8842 CEILING HANGER

105© 01 | 2025  Interroll

Technical data

General technical data

Max. load capacity 200 kg

Ambient temperature –30 bis +50 °C

Max. relative humidity Max. 90 %, non-condensing

Dimensions

BF+35

CTL

TW

BF

S
L

Ø2

Ø1

BF Rated width 420, 620, 840 mm (others on request)

TW Module width BF + 80 mm

SL Min. suspension length 620 mm

Max. suspension length 5000 mm

Ø1 Diameter of hanger tube 40 x 1.5 mm

CTL Cross tube length Max. 1800 mm

Ø2 Diameter of cross tube 60 x 3 mm

Adjustment range +/–200 mm
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