ACCESSORIES

End cap for side profile Safety equipment

The safety equipment (e.g. to satisfy the requirements of the
standard EN 619:2022) was specially developed for accessible
areas of conveyor systems in the proximity of personnel. It is
available for various conveyor modules to ensure increased

The end cap closes a side profile at the front.

Designati Di : Reference number . 4qct protection (e.g. in high-traffic areas or at workstations).
End for sid 115x35x3 64000900 . . 11
:of;:p orside X ooxsmm Black powder-coated steel sheets (side guide, filling panel, end
P plate)
- Available for straight sections, curves and merging and
Magnetic Speed Controller MSC 50 diverting situations

Optional contact guard for accessible areas
Under guard of aluminum chain link

Designation Dimensions
1 Filling panel Depending on master module
2 End plate Depending on master module

3 Under guard Aluminum chain link Q20x13.9 - 1.5x1.5 mm,

width depending on master module

4 Steel sheet side  Height 68 mm, suitable for standard design
guide

The magnetic speed controller MSC 50 is a purely mechanical
speed controller that ensures a controlled, slow speed on gravity
conveyors with materials weighing from 0.5 kg (1 Ibs) to a
maximum of 35 kg (77 lbs). The magnetic speed controller
operates without a gear box, thus enabling startup for very
lightweight containers. Heavy containers are transported at a
controlled speed thanks to the consistently high braking
performance.

Desi 0 Di

39

Magnetic Speed  Min./max. between frames (BF): 210 - 1,400 mm
Controller MSC Tube diameter: Steel 51 mm, steel with PU sleeve
50 54 mm
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